T-40

Printer Driver Manual
Mac OS x



Introduction
This printer driver supports Mac OS X v10.5 or higher on Intel Macs.

1. Installing /Registering /Delete Printer Drivers

Notes:1) Turn on the printer’s power after performing “Installing Printer Drivers|.

2) The printer with USB interface must be printer/WinDriver mode.

Place the T-40_MacDrv_EN VX.X.tar file on your windows OS and expand it.

If the printer is USB interface, confirm the printer mode firstly, if the mode is API

mode, please change the mode to printer mode.

1.1 Installing Printer Drivers

To install the driver, proceed as follows.

1. Place the T-40.pkg file downloaded via the website or other methods on your
desktop or home directory in Mac and expand it by double-clicking on the file.
2. The screen below is displayed.

Double-click< T-40.pkg > to begin the installation.
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3. The following windows is displayed.
Click [Continue].



Welcome to the Il Printer Driver Installer

This package contains [JIlll hermal or dot matrix printer drivers for
Mac OS X. These drivers are based on CUPS - Common Unix Printing

( Gogack | ( Continue )

v

4. Click [Install] to start the installation.

Standard Install on “d"

This will take 32.0 KB of space on your computer.

Click Install to perform a standard installation of
this software for all users of this computer.
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5. If the confirmation window shown below is displayed, enter the user name and

password having administrator rights, the click [OK]



Installer requires that you type your
“" password.
v
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Name: soft
Password: sssses|
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6. The installation ends successfully.
When the installation has ended successfully, the window shown below is

displayed. Click [Close].

Installation completed successfully
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The software was successfully installed.
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1.2. Registering the Printer

Procedures for registering the printer differ according to the type of interface you use.
See the page relating to your environment.

1.2.1 When using a USB Interface

Cautions: When using a USB interface, turn on the printer's power before performing

the following.
1. In the Apple mark in the menu bar, open [System Preferences] and double-click on

the [Print & Fax] icon.
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2. Connect the printer, and then turn on the printer's power switch.
The Plug and Play feature detects the connection of the printer hardware and

automatically installs the driver software.

3. Click [+] to install the printer driver.
(&6 6 Print & Fax
«|> || showall Q )

Printers

I PrinterName(U)

V' Share this printer
. Printer Sharing is turned off.

Location: “soft"f¥"iMac”

wing: N Curs
Status: Idie, Default

( Open Print Queue. .. ) ( Options & Supplies... )

Default Printer: SPrinterNeme(U)
Default Paper Size in Page Setup: | A4
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Click the lock to prevent further changes.

4. Select the USB printer created using plug-and-play from the "Default Browser," make
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the following settings and click [Add].

Name: Arbitrary character string (change the name from the name of the receipt

driver displayed.)

Print Using: Select the driver to use....(Select a driver to use...)

\ Name: [ PrinterName(U) |

Location: “soft”#"iMac” ]
Print Using: | Select a driver to use... A

'Seiko SpeedJET 200 - Gutenprint v5.1.3

Sharp AR-161 - Gutenprint v5.1.3

PrinterName
Sony DPP-EXS - Gutenprint v5.1.3

'Sony |JP-V100 - Gutenprint v5.1.3
Sonv LIP-DP1N - Gutennrint vS 1.3

5. If the name of the specified printer is added to the printer list, the printer has been
added.

if necessary, return to #3 above and added all the required printer drivers.



o0 O Print & Fax
<> | ShowAll | Q )

Printers

B printerName ' B PrinterName (U)

mm - ldle, Default

V' Share this printer
. Printer Sharing is turned off.

Location: “soft™f)"iMac”
Kind: NN -
Status: |dle, Default

( Open Print Queue... ) ( Options & Supplies...)

Default Printer: | IEEMIPrinterName(U) 3
Default Paper Size in Page Setup: LA4 :J
[Jm Click the lock to prevent further changes. @

1.2.2 When using Ethernet Interface

1. In the Apple mark in the menu bar, open [System Preferences] and double-click on

the [Print & Fax] icon.
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2. The Print & Fax window appears. Click on [+].
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Print & Fax

<> | ShowAll Q

y I FrinterName (U)

V' Share this printer

. Printer Sharing is turned off.

Location: “soft"fy"iMac”

wing: NN C -s I
Status: Idie, Default

(om Print Queue... ) (Omions&Supplies...)

---”

Default Printer: IPrinterName(U) $
Default Paper Size in Page Setup: ' A4 &)
3
Li‘ Click the lock to prevent further changes. ®

3. Using port 9100, set the following.
Protocol: HP Jet Direct-Socket

Address: [IP address of printer being set]:9100

Print Using: Select the driver to use.

Select a driver to use.



Protocol: | HP Jetdirect - Socket

Valid and complete address.

Queue: fey
Leave blank for default queue.

9
Address: |192.168.19.128:9100 ~|
2

Name: 192.168.19.128 ]
Print Using: | Select a driver to use... 44

| SCX-4500 Series
Seiko SpeedJET 200 - Gutenprint v5.1.3
'Sharp AR-161 - Gutenprint v5.1.3
| PrinterName

' Sony DPP-EXS - Gutenprint v5.1.3
| Gany ID-V1ON — Cutannring W& 1 2

1.3 Delete Printer Drivers

Click on [-] to delete the installed printer driver in Print & Fax window.



tla

Default Printer: ' I PrinterNeame(l) = '
Default Paper Size in Page Setup: | A4 84
n
J_-‘ Click the lock to prevent further changes. @

Print & Fax

I PrinterName (U)

V' Share this printer

.. Printer Sharing is turned off. ( Sharing... )
)

Location: “soft"f“iMac”

Cinc: I 7S I

Status: Idie, Default

( Open Print Queue... \ ( Options & Supplies... \

2. Setting

the Printer Functions

Notice: The options of current printer driver may be different from the parameters of the

following pictures. The pictures are only used for reference.

Use the dialog box opened by [File]->[Print] in the Mac OS X menu.

From the "Printer:" pull-down menu, select the printer name to set, the click[¥] to

display the details.

O,

Printer: | NI PrinterName(U) @l 54

Presets: | Standard 34
[ Preview ) (Cancel\, E—M

Select "Printer Features" from the setting pull-down menu.
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Printer: | MMPrinterNane() ] (e
Presets: | Standard 23

= o Copies: 1 M Collated

Pages: @ All
O From: 1 to: 1

Paper Size: | Other 18 20.99 by 29.70 cm

T P Oﬁemam:m I scale: '100%

Layout
Color Matching
Paper Handling

Cover Page
Eei==) 105 Eaiee) Shodidar

Summary

@) W)m

"Feature Sets:" Selects function that make settings.

There are these settings: Beep, Darkness, PrintLogo when select "General" .

Printer: | IMPrinterNanaU) (&)
y Presets: | Standard |
= Copies: 1 M Collated
- Pages: @ All
OFrom: 1 to: 1
Paper Size: | Other 18 20.99 by 20.70 cm

ommauon:m 19|  scale: 100%

[ Printer Features )

Cut Options
Cash Drawer Control

@ ( Cancel ) € Print)

Cut Type when select "Cut Options".
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Printer: (ﬁhmm 4 8

" Presets: | Standard )
e - Copies: 1 SCollmd
e —— Pages: @ All
S = = OFrom: 1 to: 1
e Paper Size: | Other 8 20.99 by 26.70 cm
o = Jale= Orientation: E 'ﬁ Scale: 100 %
i e ! Printer Features "N
Feature Sets: || Cut Options -+ J
1. Document Cut Type: [ [ Partial Cut 18] |

i) 1ofs (CEoes)

@ ( Cancel ) € Print-)

Cash Drawer when select "Cash Drawer Control".

printer: | IEMMPrinterName(U) w4
2 Presets: | Standard &)
o Copies: 1 # Collated
e Pages: & All
S ——— O From: 1 to: 1
e = Paper Size: | Other 8 20.99 by 29.70 cm
———— V = = Orientation: @ I'ﬁ‘ Scale: 100 %
- y — | Printer Features o —

,,,,,, Feature Sets: |' Cash Drawer Control E I

1. Cash Drawer: | | Do Not Open Drawers
Ceaia) 1ofs (i) 2. Cash Drawer Pulse wum.' | 60 milliseconds I

@ ("Cancel ) (Print )

3. Setting the Paper Size

With OS 10.5 from the menu bar on Mac OS X, open [File]->[Page Setup].

Select the paper size from the Paper Size pull-down menu.
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Settings: | Page Attributes )

Format for: | Il PrinterName(U) 44
SNBC Printectiane CUPS [
Paper Size: "_ Paper210 8l

8.01 by 21.03 cm

Orientation: || ® '91

Scale: | 100 %

@ (Cancel} ( OK )

4. Switching USB Mode

4.1 Button Configuration Function

Refer to the following process to change USB APl mode to Printer/WinDriver

mode with button configuration function.
1) The interface of the printer must be USB interface.

2) Connect the power of your printer, if the printer is power on, please switched it
off;

3) Press and hold the feed paper button while you switched the printer on, the
printer will print "MAIN MENU", otherwise the printer not support button

configuration function.

4) Select "Configuration", operate according to the explain of MAIN MENU.

5) Select "Communication", operate according to the explain of MAIN MENU.
6) Select "WinDriver Mode", operate according to the explain of MAIN MENU.

7) The USB mode will be WinDriver mode, restart the printer so that the changes

can take effect.

5. Revision History
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Installer Version1.0

Release date: 03/24/2018(MM/DD/YYYY)

Changes: First release.
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